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FE P21 |TMDS DATAZ+ P1 | ML_Lane 0(p) ML_Lane 3(n)
P22 |TMDS DATA2 SHELD[ P2 | GND GND
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0.75 NN P27 |TMDS DATAO+ P7_| ML Lane 2(p ML_Lane 1(n)
50 | <9 L \ P28 | TMDS DATAQ SHIELD| P8 | GND GND.
T 0 P29 |TMDS DATAO~ P9 | ML Lane 2(n ML_Lane 1(p)
P30 [TMDS CLOCK+ P10_| ML_Lane 3(p ML_Lane Q(n)
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PLUG AND CONNECTOR MATED CONDITION

Shell(DP)

Shield(FRONT)

Remarks:

1. DP passes high frequency test 2.0
2. HDMI passes high frequency test 2.1

SPECIFICATIONS

1. Displayport

1.1 Operation Voltage: 40 VAC(RMS) Max.

1.2 Current Rating: 0.5 Ampere per Contact

1.3 Contact Resistance: 30 Milliohms Max.

4 Insulation Resistance: 100 Megohms Min,

.5 Dielectric Withstonding Voltage: 500 VAC(RMS)

.6 Total Mating Force: 4.0 Kgf Max.

.7 Total Unmating Force: 1.0 Kgf Min.

1.8 Operating Temperature: —40°C to +85'C

2. HOMI

2.1 Operation Voltage: 40 VAC(RMS) Max.

2.2 Current Rating: 0.5 Ampere per Contact

2.3 Contact Resistance: 10 Milliohms .
(Initial,Target design value).

2.4 Insulation Resistance: 100 ‘Megohms Min.

2.5 Dielectric Withstanding Voltage: 500 VAC(RMS)

2.6 Total Mating Force: 4.0 Kgf Max.

2.7 Total Unmating Force: 1.0 Kgf Min.

2.8 Operating Temperature: —40°C to +85'C
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NOTES

1.

2.

MATERIAL:

HousingEDP):LCP, UL 94V—-0, Color:Black.

Housing(HDMI):LCP, UL 94V-0, Color:Black.

Terminal:Brass.

ShellEDP):Stainless Steel.

Shell(HDMI):Brass.

Shield(FRONT):Stainless Steel.

Shield(BACK):Stainless Steel.

FINISH:

Terminal:Selected Gold Plated in Contact Area,
100u” MIN. Matte Tin Plated in Solder Area,
50u” MIN. Nickel Underplated Overall.

Shell(HDMI):Nickel Plated 80u” MIN.

Shield(FRONT):Weldable Nickel 50u” Plated All Over.

3. This Product is RoHs Compliance Product.
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